
While modern in appearance, Hadrian’s benches lend

functionality to any locker room environment. The

hardwood laminte bench seats can be anchored directly

to the floor, or for a moveable installation, rubber leveling

glides are available. Bench pedestals can be powder

coated in any of Hadrian's designer finishes to match

the lockers.

 

All materials are completely asbestos free. The paint used shall be a powder coating completely free of all
lead and chromate.

Bench seats shall be made of hardwood laminate and are 1-1/4” (32mm) thick by 9-1/2" (241mm) wide,
by length (see next page for bench lengths). 24" (610mm) wide ADA benches are also available. Corners
and edges are rounded and the seat has a clear lacquer finish. 
Bench pedestals shall be 1/4” (6mm) x 2-1/2” (64mm) aluminum free from surface imperfections
and contaminants that would be detrimental to the acceptance of a high grade hybrid epoxy polyester
powder finish. Pedestals are painted to match locker door or frame color or desired Hadrian color.
Pedestals are available with free-standing or stationary hardware (ADA benches use stationary hardware).
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Qualifications of alternative products will be evaluated only if they are submitted with supporting
documents to show that they are equal to or better than these specification standards.

Q u a l i f i c a t i o n s

P a r t  1  -  G e n e r a l

P a r t  2  -  P r o d u c t s

1 . 0 2 C h e m i c a l  S a f e t y

Hadrian’s benches are warranted for a period of two years against defective parts and workmanship,
excluding vandalism and improper installation. See Hadrian's full warranty statement for details.

1 . 0 3 W a r r a n t y

2 . 0 1 M a t e r i a l s

B e n c h
l o c k e r  a c c e s s o r i e s

toilet partitions and lockers
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Bench seats are hardwood laminate: 1-1/4” (32mm)  thick by 9-1/2” (241mm) wide.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals are painted to match locker door /frame color or desired Hadrian color.
Available as “free-standing” or “stationary”.

N o t e s
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Hadrian Manufacturing, Inc. reserves the right to improve or modify its material and specifications at any time in such a
manner as it may consider necessary or advisable and to discontinue the manufacture and sales of any products, without notice. 

Hadrian Manufacturing Inc., 965 Syscon Road, Burlington, Ontario L7L 5S3 Tel: 905-333-0300  Fax: 905-333-1841
Hadrian Inc. 7420 Clover Avenue, Mentor, Ohio 44060 Tel: 440-942-9118   Fax: 440-942-9618
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Bench Length (L)

c   3’ (914mm)

c   4’ (1219mm)

c   5’ (1524mm)

c   6’ (1829mm)

c   7’ (2134mm)

c   8’ (2438mm)

c   10’ (3048mm)

c   12’ (3658mm)

Hardware

c   Free-standing

c   Stationary

NOTES:
Bench seats are hardwood laminate: 1-1/4” (32mm) thick by 9-1/2” (241mm) wide.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals are painted to match locker door/frame or desired Hadrian color.
Available as “free-standing” or “stationary”.

Bench seats are hardwood laminate: 1-1/4” (32mm)  thick by 9-1/2” (241mm) wide.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals are painted to match locker door /frame color or desired Hadrian color.
Available as “free-standing” or “stationary”.

N o t e s

B e n c h w w w . h a d r i a n - i n c . c o m

Hadrian Manufacturing, Inc. reserves the right to improve or modify its material and specifications at any time in such a
manner as it may consider necessary or advisable and to discontinue the manufacture and sales of any products, without notice. 
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Bench seats are hardwood laminate: 1-1/4” (32mm)  thick by 9-1/2” (241mm) wide.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals are painted to match locker door /frame color or desired Hadrian color.
Available as “free-standing” or “stationary”.
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Bench Length (L)

c   4’ (1219mm)

c   6’ (1829mm)

Hardware

c   Stationary

ADA Bench Option

NOTES:
ADA bench seats are hardwood laminate: 1-1/4” (32mm) thick by 24” (610mm) wide.
ADA benches are available in 4’ (1219mm) or 6’ (1829mm) lengths.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals may be offset if preferred and are painted to match locker door/frame or desired Hadrian color.
ADA benches are provided with stationary hardware only.

Bench seats are hardwood laminate: 1-1/4” (32mm)  thick by 9-1/2” (241mm) wide.
Corners and edges are rounded and tops have a clear lacquer finish.
Pedestals are painted to match locker door /frame color or desired Hadrian color.
Available as “free-standing” or “stationary”.
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